### STICKING/BEAD

- Quarter-Round
- Ogee
- Ovolo
- Square
- Other - supply drawing

### GLASS

- Factory Installed
- Glass supplied by others

### PANELS

- Raised Membrane Pressed
- Raised Rim-Banded
- Flat

---

<table>
<thead>
<tr>
<th>Component</th>
<th>Standard</th>
<th>Minimum*</th>
<th>Custom</th>
</tr>
</thead>
<tbody>
<tr>
<td>Stile</td>
<td>6”</td>
<td>5”</td>
<td></td>
</tr>
<tr>
<td>Top Rail</td>
<td>6”</td>
<td>5”</td>
<td></td>
</tr>
<tr>
<td>Bottom Rail</td>
<td>10”</td>
<td>8”</td>
<td></td>
</tr>
<tr>
<td>Crossrail(s)</td>
<td>5”</td>
<td>2-1/2”</td>
<td></td>
</tr>
<tr>
<td>Mullion(s)</td>
<td>5”</td>
<td>2-1/2”</td>
<td></td>
</tr>
</tbody>
</table>

*Standard component dimensions may vary on fire-rated doors. Please refer to the stile & rail capabilities chart for more information.

*Glass dimensions will vary depending on prefit door size. Dimensions are cutout (does not include sticking height).