
 

 

GENERAL NOTES ON FLUSH WOOD VENEER DOORS 
Heritage Collection Flush Doors 

 
 
1. Special matching, cuts, grades, etc. should be noted at time of bid. (All veneers will be         
      quoted as book & running match unless noted otherwise.) 
 
2. VT standard veneer pricing is based on WDMA “A” grade material. 
 
3. “AA” grade veneers require an upcharge and special lead times (subject to availability).  
       These should be noted at time of bid. 
 
4. Doors with a different veneer on each face will carry no warranty. 
 
5. Doors with an HPDL face on one side and a wood veneer face on the other side will carry no  
      warranty or fire label. 
 
6. Exterior doors must be noted at time of bid and carry no warranty. 
 
7. Pairs of 20-minute doors will be provided with fire retardant lock stiles unless an aluminum   
       flat bar astragal (FBA) is specifically called out for at the time of bid. 
 
8. Pairs of 45-, 60- & 90-minute doors must be supplied with metal astragals or intumescent.  
      VT standard astragals are NOT mortised into face of door.  
 
9. Metal astragals and vision panels are provided with beige polyester powder coat finish   
       unless noted otherwise at time of bid. 
 
10. Doors with concealed vertical rod exit device preps will be furnished with a 5” metal 

channel in order to maintain door warranty. 
 
11. Watch the terminology used in the specifications. Clearly spell out any unusual wording. The 

following terms and phrases are examples of items which should receive special attention: 
o “Super Nova” doors 
o Structural Composite Lumber (SCL) or Laminated Strand Lumber (Timberstand/LSL) 
o “No through-bolting allowed.” 
o Reference to any LEED, FSC/SmartWood/Controlled Wood, AWI QCP, GREENGUARD, or 

any other standard/guideline/certification needs 
 
12. Refer to Product Update #P103FSR for more information on premium veneers and running  
      match. 
 
13. Sample request forms are available under Sample Process section of the Order Process Guide  
      or on our Web site at www.vtindustries.com/doors/forms.shtml. 
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VT Stock Veneers Include: 
˚     Plain Sliced Red Oak    ˚   Plain Sliced Cherry    
˚     Plain Sliced Select White Maple  ˚   Plain Sliced White Birch 
˚     Rift Cut Red Oak     ˚   Primed Medium Density Overlay 
˚     Plain Sliced Natural Birch   ˚   Rotary Cut White Birch 
˚     Rotary Cut Red Oak    ˚   Flat Cut African Mahogany 
˚     Rotary Cut Natural Birch    ˚   Paint Grade Birch 
      (considered custom grade for opaque finishes) 
 
 
Note: All orders subject to material availability. 
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